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SCALE: NONE

NOTES FOR DESIGNER:
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1. SEE SHEET 4.
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(DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

KEYED NOTES:

SANCICICIC I

CONNECT SENSING LINE TO A STRAIGHT
SECTION OF PIPING, MINIMUM 10 PIPE
DIAMETERS OR 247, WHICHEVER IS
GREATER.

PROVIDE 1/2” VALVE IN BOTTOM OF
CONDENSATE LINE.

3/4” BYPASS FOR INITIAL WARM—UP.
FIRST SHUTOFF VALVE INSIDE BUILDING.
MOISTURE SEPARATOR.

ON STEAM SERVICES, PROTECT THE
PRESSURE GAUGE WITH A PIGTAIL
SIPHON.

FIRST SHUTOFF VALVE AND TRAP

SHOULD BE WITHIN 10 FEET OF
THE EXTERIOR WALL ENTRY POINT.

DRAWING DEVELOPED FOR ML—3/
ML—4 PROJECTS. FOR ML—1/
ML—2, ADDITIONAL REQUIREMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVE THIS NOTE WHEN IN—
SERTED INTO A DRAWING PACK—
AGE).

'ADDED KEYED NOTE 7 AND REVISED
TILE_BLOCK.
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